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41 (Properties) [Pz~ ;2 (Test Method) [;p] 2% % i (Test Condition) # i+ (Unit) PG-383
319 5 A - _ —
Tensile Strength ASTM D638 1/8,6 mm/min Kg/lem*(Ib/in%) | 550(7810)
W&
wa ASTM D638 1/8”,6 mm/min % 20
Tensile Elongation
TR R ” : 2 e g2
Flexural Strength ASTM D790 1/47,2.8 mm/min Kglem*(Ib/in") | 820(11650)
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Flexural Modulus ASTM D790 1/4” 2.8 mm/min Kg/cm?(Ib/in®)  [33000(470000)
120D i3 5 1 1/47,23°C Kg-cm/em(ft-Ib/in)|  1.7(0.31)
1z0d Impact Strength | 5TV D256(Notched 1/8”,23°C Kg-cm/cm(ft-Ib/in)|  1.8(0.33)
n b : _
2 .
Melt Flow Index ASTM D1238 00C, 5Kg g/10min 2.2
R ASTM D785 1/4” M Scale 82
Hardness
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e . 23 - :
Specific Gravity ASTM D792 C 1.05
ﬁ),:- iL %t!:' 7 © o o
: 1/8”,50
Vicat Softening Temp. ASTM D1525 C/hr CCF) 105(221)
B AR R — —
1/4” 12
Heat Distortion Temp. ASTM D648 /47,120C /hr CCF) 89(192)
T E -
Flammability UL 94 1/16"HB
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